
SKINNY SERIES REAR BUMPER INSTALLATION INSTRUCTIONS

Crawler Conceptz Skinny series rear bumper is fairly easy to install with the proper tools and 
basic mechanical abilities. If you are not sure of your mechanical skills, it is strongly advised to 
seek the help of a professional to perform the installation. Please read through these entire 
instructions prior to proceeding with the install.

PARTS LIST

Skinny Series Rear Bumper (1)
3/8”-16 X 1” Grade 8 hex head cap screw (2) 3/8”-16 clip nut (2)
3/8” flat washer (2)

NECESSARY TOOLS

- Assorted Wrenches
- Reciprocating saw with bi-metal blade OR pneumatic cut-off wheel OR plasma cutter OR 

other appropriate tool for cutting metal
- Angle grinder
- Fine tip felt marker
- 1/4” & 1/2” drill bits and drill
- Primer and paint
-
PRIOR TO BEGINNING

The Skinny Series rear bumper comes as unpainted, raw steel. You will want to powder coat or 
paint the bumper before proceeding to install. If painting yourself, begin by thoroughly cleaning 
the bumper with solvent or degreaser, then make sure all residue is removed. Even if you use 
low cost paint, make sure to use a high quality primer. Etching primers are
best to use on raw, unpainted metal.

INSTALLATION PROCEDURE

1. Park on a flat, level surface and set the parking brake.

2. Remove factory(or other existing) rear bumper. Keep the original hardware that attached the 
bumper to the frame rails, some of it will be re-used.

3. Use the provided cut templates to transfer the drill and cut marks to the frame rails. Cut the 
template out along the outside line and place it on the frame rail. Make sure that the circles 
marked “EXISTING HOLE” on the template are aligned with the proper holes in the frame rail. 
Use a fine tip felt marker to mark the cut line on the frame rail, as is on the template. Mark the 
center of the 1/2” hole that you will need to drill with a center punch, as is shown on the 
template.
NOTE: If downloading these instructions and printing yourself it is important to verify actual 
dimensions of the cut template match the specified 9” X 4.5” as is shown on the cut template. 
Make sure print settings scale is set to 100% and verify dimensionz. Adjust printer settings as 
necessary before proceeding(MEASURE TWICE: CUT ONCE!).
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4. Remove the cross member entirely from the vehicle. Use a plasma cutter, torch, electric 
or pneumatic cutoff wheel, reciprocating saw, or the tool of your choice to cut the frame rails 
along the cut marks that have been made with the template. NOTE - There will be a significant 
amount of the frame rails that will be removed.

5. Drill the two new hole locations (one on each frame rail) that were marked with the cut 
templates. Use the 1/4” bit to drill the pilot holes, finish with the 1/2” bit.

6. Apply primer and paint to the bare metal in the areas that you cut, ground and drilled. 
Properly coating these areas at this time will help to prevent rusting in the future.

7. Install the supplied clip nuts into both frame rails. Slip the clip nut through the existing oval 
shaped hole in the frame rail and lodge the threaded portion of the clip nut into the 1/2” hole that 
was drilled. Make sure the extruded side of the clip nut is oriented toward the inside of the frame 
rail and the flush side of the clip nut is along the exterior surface of the frame rail.

8. Place the bumper on the frame rails. Use the supplied hardware to attach the bumper at each 
location where a clip nut was installed in step 8. Use previously removed OE hardware for the 
other two bolt locations on either side (thru the holes marked “EXISTING HOLE” on the 
templates). Ensure that the bumper is properly aligned as you tighten these bolts.

9. ENJOY YOUR NEW CRAWLER CONCEPTZ SKINNY SERIES REAR BUMPER!
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